GREENFLUX
A high performance range suitable
for all bitumen applications
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GREENFLUX SD: the ideal solution
for polymer modified bitumens

GREENFLUX 2000:
the recommended flux for
pure bitumen... and much
more besides

GREENFLUX SD guarantees optimum swelling of the
plastomers, giving all the necessary elasticity to bitumen
coatings based on modified binders. Its specific formulation
fluxes and facilitates the emulsification of polymer modified
bitumens.

GREENFLUX 2000 facilitates the emulsification and
fluxing of pure bitumen. It can also be used for storable
cold asphalt and polymer modified bitumens.

ENHANCED PERFORMANCE

THE PREFERRED CHOICE FOR PURE BITUMEN

With a lighter fraction than other fluxes, it guarantees better

handling than standard fluxes, as well as a rapid rise in
cohesion. This allows an early return of traffic and offers
better resistance to bad weather conditions.
 ith a heavier fraction than other fluxes on the market,
W
GREENFLUX SD offers improved resistance to low
temperatures and slows down aging of the coating.

GREENFLUX SD strengthens binder-aggregate adhesion

immediately and over time.

DISTILLATION RANGE

D ue to its physico-chemical characteristics,

GREENFLUX 2000 is considered the industry
benchmark.

GREENFLUX 3000: the optimum
choice for storable cold asphalt
GREENFLUX 3000 simplifies the use of storable cold
asphalt at ambient temperature. Its reduced volatility
meets the requirements for this type of asphalt (flash
point > 135°C).

HANDLING AND STRENGTH SUITED TO TRAFFIC
D
 ue to a lower viscosity, better handling of the
asphalt and low initial evaporation of the solvent,
GREENFLUX 3000 facilitates use of bitumen at ambient
temperature.
STANDARD
FLUX
150

190

G
 REENFLUX 3000 also ensures a good fast rise in
cohesion of the asphalt to allow an early return of traffic.

GREENFLUX
SD

230
270
310
Distillation temperature (°C)

350

*PmB: Polymer modified Bitumen

The percentage of flux to be added depends on the required viscosity
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GREENFLUX SD

FOR BITUMEM 70/100
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Pseudo-viscosity SVT at 40°C - 10 mm (s)

Pseudo-viscosity SVT at 40°C - 10 mm (s)
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Operator
safety
For GREENFLUX SD, the exposure scenario
is approved by professional associations
such as SFERB (bitumen road emulsion
manufacturers’ section), member of IBEF
(International Bitumen Emulsion Federation).
There are no restrictions to the use of the
other products in the GREENFLUX range.

 ackaging to suit
P
all needs

Bulk, Isotank, Flexitank

1000 liter IBC

219 liter drum
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