A COMPLETE RANGE OF PLASTICIZERS

PROPERTIES UNITS

HYDROSEAL | HYDROSEAL | HYDROSEAL | HYDR
METHODS 6232H G240H 6250H

Typical values \/

OSEAL HYDROSEAL HYDROSEAL HYDROSEAL HYDROSEAL
3H G285H G400H G290H G340H
814 814 832 827

- - 235 (455) 248 (478) 254 (489) 276 (529) 288 (550) 302 (576) 308 (586) 322 (612)
262 (504) 277 (531) 327 (621) 323 (613) 335 (635) 351 (664) 379 (714) 380 (716)
_ _ 105 (221) 115 (239) 120 (248) 135 (275) 145 (293) 160 (320) 160 (320) 185 (365)
_ _ 79 (174) 83 (181) 89 (192) 93(199) 95 (203) 100 (212) 100 (212) 109 (228)
| a | calubted o0 0.008 0.003 0.001 <0.001 <0.001 <0.001 <0.001

_ _ 24 29 3.5 4.1 4.8 6.0 9.0 12.0

_ _ 50 (-58) -40 (-40) 25(-13) -18(0) 11 (12) 0(32) 35 (:31) 20 (-4)

c13-C16 C15-C20 C15-C20 C15-C20 C15-C20 c13-C23 c13-C23 c13-C23
64742-46-7 (R) 64742-46-7 (R) 64742-46-7(R) 64742-46-7 (R) 64742-46-7 (R) 64742-46-7(R) 64742-558  64742-55-8
934-954-2  934-956-3 9349563  934-956-3 934-956-3 9320785  265-158-7  265-158-7

Data provided in this table is issued in good faith to the best of our knwoledge, but no warranty, expressed or implied is given.
R: Related C.A.S. number.
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